NCP-27 Adaptable Conduit Box Instructions

The Adaptable Conduit Box (Part No. NCP-27) is an easy-to-fit accessory that assists with fitting
C-TEC's compatible products including smoke detector bases and platform sounders/VADs.

The NCP-27 can be mounted directly onto a surface, or in recesses behind ceiling tiles and
plasterboard. Moulded anti-twist spikes, provide anti-rotation for electrical accessories when
installed and easy termination of 16 mm or 20 mm cable glands is provided via side and rear drill-
out cable entry points. The diagrams below & reverse illustrate installation ideas for the NCP-27.

Using the NCP-27 as a Surface Mount Box

with a Smoke Detector Base

Only use the two screws
supplied with the NCP-27

NCP-27 Side Face

Dimples
Smoke detector base

Use the dimples as drill
centres for your holesaw.
Only drill the 16 mm

or 20 mm holes required.

NCP-27 Rear Face
Dimples

Standard 16 mm or 20 mm
cable glands shown
fitted to the NCP-27




Using the NCP-27 with a Ceiling Tile Using the NCP-27 with a Ceiling Tile,
& Smoke Detector Base Quick Connect Plate & Sounder/VAD

The NCP-27 has anti-twist

spikes to grip into the
/;eiling tile or plasterboard

Drill a 60 mm hole in the
ceiling tile or plasterboad

Quick Connect Plate
and/or Platform

Smoke detector base Sounder VAD

NCP-27 Specification

Material & Colour: PVC Blue White RAL 9003

Overall Dimensions / Thickness: | 101 x 38 mm / 3 mm thick

Internal Wiring Depth: 35mm

Weight (excluding fixings): 779

Flammability Rating: UL 94-5VA

Supplied with fixing screws: K40x30 mm (2 off) Only use the two screws
Relevant Standard: BS EN 60670-1 supplied with the NCP-27
FIRE ALARM Approved Document No. DFU0000027 Rev 1 E&OE
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